tr 



A 




t 



i* 



Light status legend 



Symbol for "light off" 



Symbol for "light on" 

Symbol for "light 
blinking" 



Service and error messages 



Light Status 



Description 



Recommended Action 



ROM/RAM Error. An error 1 . Power cycle the printer by unplugging the printer and 

was found with the ROM or plugging it back in. If this doesn't clear the error: 

RAM. The printer believes 

that the ROM is corrupted 2. Unplug the printer, remove any optional memory then power 

or an error has been found the printer back on. If the message clears, replace the memory 

in the RAM. card. 

3. Replace the Formatter PCA 



Fuser Error. This indicates 
a fusing assembly 
malfunction. 

NOTE: Chronic fuser 
failures or fuser overheating 
or both indicators of an un- 
interruptible power supply 
or battery backup being 
used with the printer, un- 
interruptible power supplies 
(UPs) should not be used 
wi8th the printer. 



1 . Unplug the printer for 1 minutes or more. 

2. Verify that the fuser connector is firmly seated in the ECU 
and that the thermistor connector (left of fusing assembly) is 
seated into both the printer chassis and the ECU. 

3. Perform heating element resistance check. 

4. If the resistance n 



replace the ECU. 



First occurrence of print defect 



Developing cylinder 32 mm (1 .25 in) 

Primary charging roller 38 mm (1 .5 in) 

Delivery roller 37.7 mm (1 .48 \ri)/ 
Transfer roller 45 mm (1 .8 in) 



Pressure roller 62.8 mm (2.5 in) 

Upper heating element film 76 mm (3.0 in) 
Toner cartridge photosensitive drufti 76 mm 



